
LETTERS 

METAL OR PLASTIC 



BULLETIN BOARDS 
DIRECTORIES 



TABLETS 

PLAQUES 




Nelson-Harkins Industries, Inc. 



ABC LETTER COMPANY 


A DIVISION OF 

NELSON-HARKINS 'JKcUttnie* 

INC. 

5301 NORTH KEDZIE AVENUE • IRving 8-6243 • CHICAGO 25, ILLINOIS 

REPRESENTATIVES IN ALL PRINCIPAL CITIES 

FOR COMPLETE INFORMATION ON BULLETINS & DIRECTORIES SEE ABC BULLETIN - SECTION 23a/Ab 
WRITE FOR 52-PAGE ARCHITECTURAL HANDBOOK 




































ABC LETTER COMPANY • A DIVISION OF NELSON-HARKINS 'Jttctuttnie* • CHICAGO 25, ILLINOIS 


3D BLOCK STYLE LETTERS 

CAST ALUMINUM • STOCK PATTERN • CAST BRONZE 
POLISHED • SATIN • BUFFED • ALUMILITED • ENAMEL • COLDLITE 

























023^§<Si'®f© 



SIZES AVAILABLE FOR BLOCK STYLE LETTERS SHOWN ABOVE 


REGULAR DEPTH 

MEDIUM DEPTH 

EXTENDED DEPTH 

LOWER CASE 

CAPITAL LETTERS 
(To go with Lower Case) 

Height 

Face 


Depth 

Height 

Face 


Depth 

Height Face Depth 

Height 

Face 


Depth 

Height 

Face 


Depth 

3" x 

%" 

X 

%" 

6" 

X 

114" 

X 

r 

*N-10" X 2y 2 " X 2" 

3' 

' X 

%" 

X 

%" 

6" 

X 

1" 

X 

%" 

4" x 

14" 

X 

%" 

8" 

X 

1%" 

X 

114" 

N-12" x 214" x 2y 2 " 

4 ‘ 

' X 

14" 

X 

%" 

8" 

X 

114" 

X 

%" 

5" x 
6" x 

%" 

1" 

X 

X 

%" 

%" 

9" 

10" 

X 

X 

1%" 

1 14" 

X 

X 

114" 

114" 

N-14" x 2y 8 " x 2i/4" 
N-16" x 214" x 21 / 4 " 

5 ' 

' X 

%" 

X 

%" 

10" 

X 

114" 

X 

%" 

8" x 

114" 

X 

%" 

12" 

X 

214" 

X 

114" 

N-18"x3" x 214" 

6' 

7 X 

1 " 

X 

%" 

12" 

X 

2" 

X 

%" 

9" x 

1%" 

X 

%" 

14" 

X 

2V 2 " 

X 

114" 

N-20" X 3y 2 " X 2y 2 " 

6 ' 

7 X 

114" 

X 

114" 

12" 

X 

2y 2 " 

X 

114" 

10" x 

1 14" 

X 

%" 

15" 

X 

2%" 

X 

114" 

N-24" x 4" x 3" 

3 ' 


1%" 




12" x 

2" 

X 

%" 

16" 

X 

214" 

X 

114" 

*Can be used with or 

7 X 

X 

11 / 4 " 

16" 

X 

214" 

X 

114" 

14" x 

214" 

X 

%" 

18" 

X 

3" 

X 

114" 

without Neon. 

10' 

' X 

2" 

X 

11 / 4 " 

18" 

X 

3" 

X 

114" 


ARCHITECTS' SPECIFICATIONS 

CAST ALUMINUM-ALUMILITED 

Cast Aluminum Letters to be manufactured by Nelsc 
Harkins Industries, 5301 North Kedzie Avenue, Chicago 

25, Illinois. Letters shall be /“*U Design No., 

^ 5 AT/# 

-7^/ Style,4LuMI/V<finish, # 4 Inch Hi$ 

Z&. Inch Stroke, & Inch Depth, fl=L* Mounting Metho< 

Casting shall be from architectural aluminum alloy < 
poured according to modern scientific foundry practices 
Face of letters shall be ground, polished and buffed 1 
a smooth lustre with the sides carefully filed and mi 
chanically ground (not buffed). Degreased and Alumi- 
lited according to latest patented Alcoa process. 



division OF NELSON-HARKINS 


ABC 


COMPANY 










































































































































































































3D RIBBON STYLE LETTERS « 

STANDARD • CONDENSED Ab 

y CAST ALUMINUM . STOCK PATTERN • CAST BRONZE 
POLISHED • SATIN • BUFFED • ALUMILITED • ENAMEL • GOLDLITE 


GOTHIC RIBBON STYLE #102 


CONDENSED GOTHIC RIBBON STYLE #103 



LOWER CASE RIBBON STYLE #204 



CONDENSED FUTURA RIBBON STYLE #703 


CONDENSED KABEL RIBBON STYLE #603 


CONDENSED PHOENIX RIBBON STYLE #903 


F G H I J I L M 


CONDENSED MODERN RIBBON STYLE #503 



SIZES AVAILABLE FOR RIBBON STYLE LETTERS SHOWN ABOVE 


SHALLOW DEPTH 

REGULAR DEPTH 

MEDIUM DEPTH 

EXTENDED DEPTH 

LOWER CASE 

CAPITAL LETTERS 

(To go with Lower Case) 

Height Face Depth 

Height Face Depth 

Height Face Depth 

Height Face Depth 

Height Face Depth 

Height Face Depth 

2 " x 14" x 3 / 4 - 

3" x 14" x 14" 

3" X %" x IK" 

4 " X 3 / 3 - x !14- 

5" X 3/3- x 1%" 

6 " X %" X TVs" 

6 " x %" x 114" 

8 " x 14" x 114" 

10" X 14" X 2" 

12 " x 14" x 21 / 2 " 

2 " x '/<" x 

3" x %" x 1V4" 

4" x %" x lVi" 

4" X 14" x 14" 

6" X 3/3- x ti/3- 

8 " x %" x 114" 

4" x 14" x 14" 

8 " x %" x 114" 
10" x %" x 114" 

10" x i/4" x 11 / 2 " 

15" x 14" x 214" 

5" x %" x 1 Vi" 

10" x 3/3- x ti/3- 

5" x 14" x 14" 

12 " x 3/ e - x 114" 

12 " x 1 / 2 " x I 1 / 2 " 

18" x 14" x 3" 

6 " x %" x 1 Vi" 

12 " x 3/3- x 1% " 


5301 NORTH KEDZIE AVENUE • IRving 8-6243 


CHICAGO 25 


L L I N O I S 


ABC LETTER COMPANY • A DIVISION OF NELSON-HARKINS VfU&tdlhced • CHICAGO 25, ILLINOIS 









































































ABC LETTER COMPANY • A DIVISION OF NELSON-HARKINS 'Jttdutt'UeA • CHICAGO 25, ILLINOIS 


3D AUTHENTIC STANDARD STYLE LETTERS! 

CAST ALUMINUM • STOCK PATTERN • CAST BRONZE 
POLISHED • SATIN • BUFFED • ALUMILITED • ENAMEL • GOLDLITEj 



Height 

Stroke 

Depth 

Height 

Stroke 

Depth 

Height 

Stroke 

Depth 

Height 

Stroke 

Dept* 


3" 

%"x tV' 

%" 

12" 

1 14" x %" 

%" 

3" 

y 2 "x 14" 

%" 

10" 

1 14" x %" 

r 

; 

6" 

1" x Vi" 

%" 

15" 

214" x 1 14" 

1 14" # 

4" 

%" x %" 

%" 

12" 

114" x 

V 

; 







5" 

%" x %" 

%" 




; 

8" 

1" x %" 

%" 

16" 

214" x 114" 

114" 

6" 

%"x 14" 

%" 

14" 

l%"xl" 

V 

1 

10" 

1 14" x 

%" 

18" 

3" xlH" 

1%" 

8" 

1 14" x %" 

%" 

18" 

2%"xl-ft" 


S 



• See Mechanical Finishes on Page 8. 

• See Mounting Methods on Page 8. 

• Special Styles and Sizes Made to Order 

• Write for New, Complete Metal Letter 
and Building Specialties Handbook. 


ARCHITECTS' SPECIFICATIONS 

CAST ALUMINUM - ALUMILITED 

Cast Aluminum Letters to be manufactured by Nelson-Harkins Industries, 5301 
North Kedzie Avenue, Chicago 25, Illinois. Letters shall be 3 ^^ Design No., 

BfiAtoUJAf St y |e >5JAMP,4tURf//T/r€ Finilh > -- Inch High, 

18 A - Inch Stroke, . Inch Depth, . Mounting Method. 

Casting shall be from architectural aluminum alloy and poured according to 
modern scientific foundry practices. Face of letters shall be ground, polished and 
buffed to a smooth lustre with the sides carefully filed and mechanically ground 
(not buffed). Degreased and Alumilited according to latest patented Alcoa process. 


4 





































































































FABRICATED METAL LETTERS 

r* ANY STYLE • ANY SIZE 

STAINLESS STEEL • PORCELAIN ENAMEL • BRONZE • SHEET METAL 


6f 

Ab 


ALUMINUM 


STAINLESS STEEL 


Block Styles: 

GOTHIC - FUTURA - KABEL - 


BROADWAY 


Recommended 

Stroke 


Recommended 

Depth 


Recommended 
Average Width 


STAINLESS STEEL SIDES 


PORCELAIN FACES 

Block Styles: 
lOTHIC - FUTURA - KABEL - BROADWAY 


Recommended 

Stroke 


Recommended 
Depth 


Recommended 
Average Width 


STAINLESS STEEL SIDES 


PLASTIC FACES 

Block Styles: 

3QTHIC - FUTURA - KABEL - BROADWAY 


Recommended 

Stroke 


Recommended 
Depth 


Recommended 
Average Width 




\f 


X 




% 


Inverted 

Channel 


Channel 


Semi- 

Channel 


PORCELAIN ENAMELED 


Block Styles: Any Color 
GOTHIC - FUTURA - KABEL - BROADWAY 

INVERTED CHANNEL SEMI-CHANNEL 


Height 

1" - 3" 

Depth 

4" - 8" 

Depth 

Height 

1" - 3" 
Depth 

4" - 8" 
Depth 

12" 


** 

12" 

• * 

• • 

14" 

•• 

" 

14" 

• • 

• • 

16" 

•• 

•* 

16" 

•• 


18" 

” 

" 

18" 

• • 


20" 

” 

" 

20" 

• • 

•• 

22" 

" 

" 

22" 

• • 

• • 

24" 


•* 

24" 

• • 

• i 

26" 


” 

26" 

• • 

• • 

28" 


•• 

28" 

• • 

• • 

30" 


” 

*30" 

•• 


36" 


•• 

36" 

• • 

n 

42" 



42" 

• • 

" 

48" 


“ 

48" 

” 



PORCELAIN ENAMEL SIDES 


PLASTIC FACES 

Block Styles: Any Color 
GOTHIC - FUTURA - KABEL - BROADWAY 


Height 

Recommended 

Stroke 

Recommended 

Depth 

Recommended 
Average Width 

12 " 

2 " 

3" 

8 " 

14" 

2 " 

3" 

10 " 

16" 

2Vi” 

3" 

12 " 

18" 

2 Vi " 

4" 

12 " 

20 " 

3" 

4" 

14" 

24" 

4" 

4" 

17" 

30" 

5" 

5" 

20 " 

36" 

6 " 

6 " 

26" 


BRONZE 


Block Styles: 

GOTHIC — FUTURA — KABEL — BROADWAY 


Height 


Recommended 

Stroke 


Recommended 

Depth 


Recommended 
Average Width 


FABRICATION DETAILS 


Ribbon 


I" Stud 
Furnished 


Keyhole 

Strap 

Furnished 


Cross Section 
Fabricated 
Stainless* Bronze 
Galvanized 


ALUMINUM - COLOR - SATIN 


Block Styles: 

GOTHIC - FUTURA - KABEL - BROADWAY 


Height 

Recommended 

Stroke 

Recommended 

Depth 

Recommended 
Average Width 

10 " 

1 V* " 

2 " 

61 / 2 " 

12 " 

1 %" 

2y 2 " 

8 " 

14" 

iy 2 " 

21/2" 

10 " 

16" 

2" 

2y 2 " 

12 " 

18" 

2" 

3" 

13" 

20 " 

3" 

3" 

14" 

24" 

4" 

3" 

17" 

30" 

5" 

3" 

20 " 

36" 

6 " 

3" 

26" 


ALUMINUM SIDES 


PLASTIC FACES 

Block Styles: 

GOTHIC - FUTURA - KABEL - BROADWAY 


Height 

Recommended 

Stroke 

Recommended 

Depth 

Recommended 
Average Width 

12 " 

2 " 

3" 

8 " 

14" 

2 " 

3" 

10 " 

16" 

2 y 2 " 

3" 

12 " 

18" 

21 /j" 

4" 

12 " 

20 " 

3" 

4" 

14" 

24" 

4" 

4" 

17" 

30" 

5" 

5" 

20 " 

36" 

6 " 

6 " 

26" 


SHEET METAL GALVANIZED 


Block Styles: 

GOTHIC - FUTURA - KABEL - BROADWAY 


Height 


Recommended 

Stroke 


Recommended 

Depth 


Recommended 
Average Width 


Cross Section 
Porcelain Face 
Stainless Side 


Cross Section 
Plastic Face 
Metal Sides 


Saddle or Base Mounted 


muusmes, joui rNorrr 

Gothic fi/. reiftyie. 


Inch Stroke, 


ARCHITECTS' SPECIFICATIONS FOR FABRICATED LETTERS 

PORCELAIN S^CE—(insert line below in specifi cation above). 

Porcelain Sides—MIolor with Translucent VV /r S TTr Color Plo 
with Metalbacks. 

Fabricated' Letters to be manufactured by 


STAINLESS STEEL—Stainless Steel Fabricated Letters to be manufactured by Nelson 
Harkins Industries, 5301 North Kedzie Avenue, _Chicjfgo 25, Illinois. Letters ^sha 1 1 be 

Inch High, 


, Chicag 

zjL. 


. Inch Depth, PtB- 3" PP OJ 


V 


Plastic Face 


. , . . — - — -.—— w - Mounting Method. 

letters to be fabricated from 20 gauge (or heavier depending on size) 18-8 alloy, 302 
with No. 4 finish. Sheets to have protective covering during fabrication. Upon corn- 
ration covering to be removed and letters completely cleaned. 

oTAINLESS SIDES—PLASTIC JL4C£—-(insert line below in specification above) 

Stainless Steel Sides with -t O - Color Translucent Plastic Face with Metalbacks. 

PORCELAIN ENAMEL—Porcelain Enamel Letters to be manufactured by Nelson-Harkins 
Industries, 5301 North Kedzie Avenue^ Chicago 25, Illinois. Letters shall b 
— RFb Style, ____ JS Inch High, _ 

"« °,. ke n T - T i. ' S - lneh Mounting Method. 

letters shall be fabricated from genuine enameling stock and fired, at 1500 degrees F., 
coated inside and out. Letters shall have uniform seams ground flush with side flanges, 
accurately aligned. Letters to be fabricated from 14 gauge faces, 18 gauge sides. 


5301 NORTH KEDZIE AVENUE 


BRONZE —Bronze 
5301 Nortl 


Nelson-Harkins Industries, 

KA HAfTim _ Style, 

i? C . h u Mi %- r fj,/ ,nch Stroke ' - 3 - - Inch Depth, 

ASs/YSO L Finish, °3 ^ ** frL * Mounting Method. 

Letters to be fabricated from 20 gauge (or heavier depending on size). Sheets to have 
protective covering during fabrication. Upon completion covering to be removed and 
letters completely cleaned. 

ALUMINUM —Aluminum Fabricated Letters are to be manufactured by Nelson-Harkins 

Industa^, 53&J .North Kedzie Avejj^e^Chicago 25, Illinois. Letters shcLI be_ 

-Style, - . Jntfjttigh-__J*_ Inch Stroke, 

Finish and to be erected 


according 


Mounting Method. 


Letters to be fabricated from .091 thick Aluminum sheet. Welds shall be ground smooth 
and letters free from distortions. 


L L I N O I S 


ABC LETTER COMPANY • A DIVISION OF NELSON-HARKINS Vtciuttrue* • CHICAGO 25, ILLINOIS 









































































































































ABC LETTER COMPANY • A DIVISION OF NELSON-HARKINS 'Jncteittnied • CHICAGO 25, ILLINOIS 


PLASTIC LETTERS • TABLETS • EMBLEMS • CADUCEUS 

ANY STYLE • ANY SIZE 

ALUMINUM • BRONZE • STAINLESS STEEL • PORCELAIN ENAMEL • PLASTIC 


PLASTIC LETTERS 


MODEL No. P-704-BLOCK 
FUTURA STYLE 
MOLDED • FLAT FACE 
Third Dimensional • Any Standard Color 


mjEM 

m 


Height 

Stroke 

Depth 

4" 

%" 

%" 

6" 

1*4" 

1" 

8" 

1%" 

1" 

10" 

1 %" 

IK" 

12" 

2%" 

216" 

14" 

2%" 

214" 

16" 

2 %" 

214" 

18" 

3" 

214" 

20" 

3 16" 

216" 

24" 

4" 

3" 


MODEL No. P-904-RIBBON 
CONDENSED PHOENIX RIBBON STYLE 
MOLDED • FLAT FACE 
Any Standard Color 


U 


Height 

Stroke 

Depth 

4" 

%" 

3 /4" 

6" 

%" 

%" 

8" 

14" 

1" 

10" 

%" 

1%" 

12" 

%" 

iy 2 " 

15" 

%" 

i%" 

18" 

%" 

116" 


METHOD #1 
Miracle Pads 
Flush or Projected 



MOUNTING 

METHOD #2 

Studs & Sleeves 
Flush or Projected 



DETAILS- 

METHOD #3 
Plastic Clips 
Flush or Projected 


METHOD #4 
Free 

Standing 





m I J K L 

o m d c 


CUT-OUT LETTERS 


Any Size 
Any Color 
Vs" and VS 
Thickness 





STANDARD SIZES 

16" 24- 

18" 24- 

20" 24- 

22" 28- 

24" 36- 

24" 


CADUCEUS 





STOCK PATTERN 

12, 18, 24, 30, 36, 48" 


STOCK PATTERN 
56" High 


FABRICATED 

to any style or size. 



TRADEMARKS & EMBLEMS 

Made To Your Specifications 





.„„ _ •%. 

$ * s? ir £ 




division OF NELSON-HARKINS *)*tc 


ABC 

























































































































BULLETIN BOARDS • DIRECTORY BOARDS • CROSSES * FLAG POLES 


ALUMINUM 


MANY STYLES • MANY SIZES 
• BRONZE • STAINLESS STEEL • PORCELAIN ENAMEL . 


6f 

Ab 

PLASTIC 


BULLETIN • DIRECTORY & ANNOUNCEMENT BOARDS 


BULLETIN BOARDS 

Changeable Letter (A) or Cork 
Background—Hinged Door 
with Lock 

MODEL 130 MODEL 140 


12" x 15" 
15" x 20" 
16" x 20" 
15" x 25" 
i 16" x26" 
'18" x 24" 
20"x 25" 


Extruded 

Aluminum 

Frame 

SIZES 

20" x 26" 
20" x 30" 
22" x 28" 
20" x 36" 
24" x 30" 
24" x 36" 
24" x 40" 


Kalamein 
Stainless 
or Bronze 
Frame 
28" x 40" 
30" x 36" 
30" x 42" 
32" x 44" 
34" x 48" 
36" x 48" 
36" x 36" 


SECTIONAL BUILDING DIRECTORIES 

Stainless Steel or Bronze Kalamein Frame—Insert Glass Covered Removable 
Sections—Felt Covered Grooved Background for Changeable Letters (A), Felt 
Covered Grooved Interchcangeable Strips (B) for Changeable Letters or 
Embossed Printed Name Strips (C) 

MODEL 142 CAPACITY CHART 


Frame 
Hgt. -* 

26" 

33 7 /e" 

40%" 

47%" 

Frame 

Width 

Sections 

Number of Names 

l 

1 

45 

65 

80 

100 

101/2" 

2 

90 

130 

160 

200 

18" 

3 

135 

195 

240 

300 

251 / 2 " 

4 

180 

260 

320 

400 

33" 

5 

225 

325 

400 

500 

401 / 2 " 

6 

270 

390 

480 

600 

48" 


ARCHITECTS' SPECIFICATIONS 

Furnish and install (Bulletin, Directory, Announcement or Display) Board as manufactured 
by Nelson-Harkins Industries, 5301 N. Kedz' 

Model No. / 3 O _ 

Frame, with (Lock or^No Lock) D^oj 
inches wide, with " “ “ 




N. KedzjeAv*.. Chicago Z5. III. Board shall be 

with exrrUbED alum. m^.oi 

- inches high, . _ 


background. 


ANNOUNCEMENT • CHURCH 
POSTER & DISPLAY CASES 

Stainless Steel or Bronze 
Kalamein Frame 
Illuminated — Weatherproof 
Hinged Locking Glass Door 
Changeable Letter Background (A)— 
Cork Tack Background or 
Display Shelves 

! RBSBtti 




MODEL 147 

SIZES 

16" x 20" 
16" x 26" 
18" x 24" 
20" x 26" 
22" x 28" 
24" x 30" 

' x 36" 




28" x 40" 
30" x 36" 
32" x 44" 
34" x 48" 


CHANGEABLE LETTER SIGNS 
Stainless Steel Frame 

MODEL 100 For Felt Covered Grooved 

Backgrounds for 
Changeable Letters (A) 





SIZES 



16" 

X 

20" 

24" x 30" 

34" 

x 48' 

16" 

X 

26" 

24" x 36" 

36" 

x 36' 

18" 

X 

24" 

28" x 40" 

60" 

x 36' 

20" 

X 

26" 

30" x 36" 

60" 

x 48' 

20" 

X 

30" 

30" x 42" 

72" 

x 48' 

20" 

X 

36" 

32" x 44" 

96" 

x 48' 


LETTERING METHODS 


ABC 

A—Changeable Letters sizes. 

B —Removable Felt Grooved Strips for easy re¬ 
arrangement of Directory .Boards. 

C—Removable Embossed Printed Strips. Com¬ 
plete copy machine printed. Most econom¬ 
ical type. 


CHANGEABLE j 
LETTERS 


Style Material 
A Celluloid 
B Celluloid 
C Celluloid 
D Plastic 
E Plastic 
G Aluminum Roman 


Type Sizes 

Block y 4 , 3/s, Vi, Va, 1, IVj, 2 

Phoenix ’A, Vi, Va, 1, 19a, 2 

Lower Case Vs only 
Roman ’A, 3 /s, Vi, Va, 1, 1 Vi, 2 

Gothic Vi, 3 /s, Vi, Va, 1, 1 Va 

Va, Vs, V 2 , Va, 1, Vi, 2, 
2Vi, 3 


CHURCH CROSSES 


STAINLESS STEEL 


ALUMINUM 


BRONZE • BRASS 


ALUMINUM • BRONZE • BRASS • STANDARD SIZE CROSSES 


Standard 
Sizes 
m Ribbon 

J Bar 
Aluminum 

Standard 

Sizes 

Ribbon 

Bar 

Bronze 

Standard 

Sizes 

Ribbon 

Tube 

Aluminum 

Standard 

Sizes 

Ribbon 

Tube 

Brass 

Standard 

Sizes 

Square 

Tube 

Aluminum 

Standard 

Sizes 

Square 

Tube 

Brass 

l"x2" 

1 / 2 " xl" 

1" x 2" 

1 " X 2" 

l"x 1" 

l"x 1" 

Va" x 21/2" 

%"x1%" 

1 Va" x 2 V 2 " 

V/a"x2V2" 

VA"x 11/2" 

ly/'xir 

%" x 3" 

1/2" X 2 " 

I%"x3" 

V/a"x3" 

2" x 2" 

2 Vi" x 2V 2 " 

l%"x 1 Va" 

V'x3" 

1/2" x 2 W 

I%"x4" 

1%"x4" 

3" x 3" 

2" x 2" 

Va" x 4" 

W x 3" 

2" x 5" 

1 %" x 5" 

4" x 4" 

3" x 3" 


n 


Type No. I 


111 

Type No. 2 


lb 

Type No. 3 


PORCELAIN 


+ 4W 4 


n 


PLASTIC FACE 


n 


Type No. 5 
Aluminum Only 
' Face— l Vs" Depth 


Type No. 6 
Aluminum Only 



Y tej 

i 3 i 

= J 


n 1 

n 1 

h 

□ 

n.n 


7 

j H 

:7 

11 II LJ 

7 Qky: 


Type No. 7 


Type No. 8 Type No. 9 


Type No. 10 


Type No. II 


Stainless—Porcelain and Plastic Face Crosses made to any style 

Any Special Size or Style Fabricated to Exact Specifications 


Type No. 12 
or size. 


Tilting 

Pole 


Upright 

Pole 


Vertical 
Wall Pole 


\ 




Outrigger 

Pole 


ALUMINUM • STEEL • 


FLAG 

COMPLETE UNITS • 


POLES 

UPRIGHT • 


TILTING • WALL • OUTRIGGER 


Upright 
Steel Pole 

Cone Tapered 
Gold Leaf Ball 
Revolving 

Truck 

Ground 

Protector 

Foundation 

Tube 

Upright 

Aluminum Pole 

Cone Tapered 
Aluminum Ball 
Revolving 

Truck 

Foundation 

Tube 

Tilting 

Aluminum Pole 

Cone Tapered 

Satin Waxed 
Aluminum Ball 
Revolving Truck 
Steel Tilting 

Unit 

Surface Channels 
Counterweights 

Vertical 

Wall 

Steel Pole 

Gold Leaf Ball 
Primed 

Swivel Block 
Two Wall 
Brackets 

Vertical 

Wall 

Aluminum Pole 

Cone Tapered 

Spun Aluminum 

Ball 

Revolving 

Truck 

Two Wall 
Brackets 

Outrigger 
Steel Pole 

Cone Tapered 
Acorn Cap 
Primed 

Swivel Block 
Bronze 

Outrigger Base 
♦Over 16' 

With Braces 

Outrigger 
Aluminum Pole 

Cone Tapered 
Acorn Cap 

Satin Waxed 
Swivel Block 
Aluminum 
Outrigger Base 
♦Over 16' 

With Braces 

25' 

20' 

20' 

15' 

15' 

10' 

8' 

30' 

25' 

25' 


20' 


10' 

35' 

40' 

30' 

30' 

20' 

23' 

12' 

12' 

50' 

35' 

35' 


28' 

16' 

15' 

16' 

60' 

40' 


25' 

33' 


*18' 

70' 

50' 

40' 


38 1 / 2 ' 

*18' 

*20' 

75 ' .. 

60' 

50' 

30' 

44' 

*20' 

*23' 
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S N I M 


MOST ARCHITECTS SPECIFY 

ABC LETTER COMPANY 

A DIVISION OF 

NELSON-HARKINS U* 

5301 N. KEDZIE AVE. • CHICAGO 25, ILL. 

LETTERS • TABLETS • BULLETINS • CADUCEUS • CROSSES • FLAG POLES 



Wherever You Are — Wherever You Go 
You Will See 

NELSON-HARKINS INDUSTRIES BUILDING SPECIALTIES 


NATIONALLY USED 

Leading Architects 
Sign Creators 
Outstanding Designers 
Store Planners 
Recognized Engineers 
Specification Writers 


NATIONALLY RECOGNIZED 

Architectural Record 
Architectural Products 
Signs Of The Times 
Glass Digest 
Architectural Metals 
Alcoa News Letter 


MECHANICAL SPECIFICATIONS 

NATURAL ALUMINUM: Filed, ground *ides, belt polished face, lacquered. 

BAKED ENAMEL: Filed, ground sides, polished face, degreased, pre¬ 
treated, one color high temperature baked enamel. 

STANDARD ALUMILITE: Filed, ground sides, belt polished face, alumi- 
lited. 

SATIN ALUMILITE: Filed, belt polished sides (for contrast), satin buffed 
face, alumilited. (Nelson-Harkins Industries recommends this firosh as the 
most desirable of the alumilited finishes.) 


FOR ALUMINUM FINISHES 

GOLDLITE ALUMILITE: Same as satin alumilite finish except that letters 
are Gold color alumilited by approved process of the Aluminum Com¬ 
pany of America. Some variations of shades are inherent. Consult local 
Alcoa office for exact information. 

BRONZE FINISHES 

POLISHED BRONZE: Filed, ground, belt polished face and sides, 
lacquered. 

OXIDIZED BRONZE: Filed, ground, belt polished face and sides, 
chemically oxidized to a statuary medium brown color. 


MOUNTING DETAILS FOR ALL TYPES OF INSTALLATIONS 

Please specify mounting method by detail number and space available. 


TYPE P-1 

PROJECTED MOUNTING 
WITH BRACKETS 



TYPE U-6 

UNIT MOUNTING 
ANGLE-BAR-CHANNEL 



TYPE F-2 

FLUSH MOUNTING 
WITH PINS OR BOLTS 



TYPE B-7 

FREE STANDING 
CHANNEL-BAR 



TYPE P-3 

PROJECTED MOUNTING 
WITH SLEEVES 



(UWHI 


TYPE RB-8 

DOUBLE CHANNEL 
IRREGULAR SURFACE 



TYPE P-4 

KEYHOLE MOUNTING 
FABRICATED LETTERS ONLY 




VJ 



TYPE G-9 

STRUCTURAL GLASS 
PINS-BRACKETS 


TYPE P-5 

ANGLE MOUNTING 
FABRICATED LETTERS ONLY 





TYPE BC-10 

FREE STANDING 
CURB BOX WITH NEON 



ABC LETTER 
5301 NORTH 


COMPANY • A D 
KEDZIE AVENUE 


DIVISION OF NELSON-HARKINS OttluatrUet 
E • IRving 8-6243 • CHICAGO 25, ILLINOIS 
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